RAIN EVO’

EVO battery controllers have been studied to be user frien-
dly and a high quality products.

Programming is very easy thanks to a weekly calendar and
the count-down function allows to check in each moment
the irrigation time left. The programmable manual irriga-
tion cycle makes easier maintenance.

Thanks to the high performance waterproof connections,
preventing from electric dissipation, it's also possible to
install the valve up to 50 meters from the controller. Fur-
ther, sensor connection prevents from water wasting.
Rain EVO' is the single zone version of EVOs family, and it is
studied to face all the garden needs in a basic professional
irrigation application.

EVO': 1 zone, 1 program, 2 start times

TECHNICAL FEATURES )

@ Battery compartment

@ User friendly display

@ Sensor connection
Waterproof valve
connection

®
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BCEVO1EX11 10

86 mm 93 mm

58 mm

93 mm

Flexible and user-friendly programming

« 1 Zone

+ 1 Program

- 2 daily start-time

« Weekly calendar

+ Run time min/max: 1/360 minutes

« Manual Irrigation cycle min/max: 1,/360 minutes
« Watering count-down

+ Freeze-program function

+ Low-battery function

Relaible solution to irrigate in remote locations

+ Rubber cover

- Body in ABS

+ Double OR seal

- Fully waterproof IP68

« Sensor connection
- Waterproof valve connection
+ 2x9 volt alkaline batteries [not included] @ @
Cod. Models Box Carton
Qty Gty
165.1500000 Rain EVO' 1 og
165.1500900 Rain EVO'+RN 150 1" F 1 28



RAIN EVO~*¢

EVO battery controllers have been studied to be user frien-
dly and a high quality products.

Programming is very easy thanks to a weekly calendar and
the count-down function allows to check in each moment
the irrigation time left. The programmable manual irriga-
tion cycle makes easier maintenance.

Thanks to the high performance waterproof connections,
preventing from electric dissipation, it's also possible to
install the valve up to 50 meters from the controller. Fur-
ther, sensor connection prevents from water wasting.
Rain EVOre is the single zone version of EVOs family studied
to face agricultural needs and for all the applications whe-
re it is needed to have the possibility to program many
irrigation cycles per day.

EVO«: 1 zone, 1 program, up to 600 cycles (from 1
sec each, up to 360 min).

TECHNICAL FEATURES )

@ Battery compartment
@ User friendly display

. A‘\
@ Sensor connection —

@ Water‘pr_‘oof valve W
cgnnectlon r;E- '_@?'Il.g~ @
@ T|mer connec- "‘?\*.l’\
tion to timer clip W' \
NG

=N

1

= |

Ol L LX39VvVON3Od



86 mm

93 mm

58 mm

93 mm

Flexible and user-friendly programming

« 1 Zone

+ 1 Program

+ Up to 600 start times

« Weekly calendar

+ Run time min/max: 1 sec/360 minutes

« Manual Irrigation cycle min/max: 1 sec/360 minutes
« Watering count-down

+ Freeze-program function

+ Low-battery function

Relaible solution to irrigate in remote locations

+ Rubber cover

+ Body in ABS

+ Double O-ring seal

« Fully waterproof IP68

+ Sensor connection

+ Waterproof valve connection

+ 2x9 volt alkaline batteries [not included]

BCEVOAGEX11 1.0

G

Cod. Models Box Carton
Qty Qty

165.2500000 Rain EVO*® 1 og

165.2500900 Rain EVO*®+RN 150 1" F 1 o8



RAIN EVO?

EVO battery controllers have been studied to be user frien-
dly and a high quality products.

Programming is very easy thanks to a weekly calendar and
the count-down function allows to check in each moment
the irrigation time left. The programmable manual irriga-
tion cycle makes easier maintenance.

Thanks to the high performance waterproof connections,
preventing from electric dissipation, it's also possible to
install the valve up to 50 meters from the controller. Fur-
ther, sensor connection prevents from water wasting.
Rain EV(? is the two zones version of EVOs family, and it
studied to face all the garden needs in professional irriga-
tion applications when it is needed to control two different
areas with dedicated programs.

EVOe: 2 zones, 2 programs, 2 start times for each
program, non volatile memaory.

TECHNICAL FEATURES )

@ Battery compartment
@ User friendly display —
@ Sensor connection
Waterproof valve
connection \’
@Timer connection
to timer clip '(

S
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86 mm

93 mm

58 mm

93 mm

Flexible and user-friendly programming Valve Connection

- 2 Zones Zone 1
- 2 Programs Zone 2

« 4 daily start-time

+ Weekly calendar

+ Run time min/max: 1/360 minutes

« Manual Irrigation cycle min/max: 1,/360 minutes
« Watering count-down

+ Freeze-program function

+ Low-battery function

+ Non-volatile memory

Relaible solution to irrigate in remote locations

+ Rubber cover

- Body in ABS

+ Double OR seal

« Fully waterproof IP68

+ Sensor connection

« Waterproof valve connection

+ 2x9 volt alkaline batteries [not included]

BCEVO2EX11 10

Cod.

white,/brown
red/blue

@O
e

Models Box Carton

Gty

166.1500000 Rain EVO® 1

Gty
28



RAIN EVO*

EVO battery controllers have been studied to be user frien-
dly and a high quality products.

Programming is very easy thanks to a weekly calendar and
the count-down function allows to check in each moment
the irrigation time left. The programmable manual irriga-
tion cycle makes easier maintenance.

Thanks to the high performance waterproof connections,
preventing from electric dissipation, it's also possible to
install the valve up to 50 meter from the controller. Fur-
ther, sensor connection prevents from water wasting.
Rain EVO* is the four zones version of EVOs family, and it
studied to face all the garden needs in professional irriga-
tion applications when it is needed to control up to four
different areas with dedicated programs.

EVO* 4 zones, 2 programs, 2 start times for each
program, non volatile memory and the safety control of
the master valve connection.

TECHNICAL FEATURES )

@ Battery compartment
@ User friendly display

k‘i"
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@ Sensor connection
Waterproof valve
connection

@ Timer connection
to timer clip

I
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BCEVO4-EX11 10

86 mm L , 93 mm L
£
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Flexible and user-friendly programming Valve Connection
+ 4 Zones + master valve Zone 1 white,/brown O ’
* 2 Programs Zone 2 red/blue
« 4 daily start-time - 3 ) . .
+ Weekly calendar one violet/black ..
- Run time min/max: 1,/360 minutes Zone 4 orange/ grey OO0
« Manual Irrigation cycle min/max: 1,/360 minutes Master Valve yellow,/ green O .
« Watering count-down
+ Freeze-program function
+ Low-battery function
+ Non-volatile memory
Relaible solution to irrigate in remote locations
+ Rubber cover
- Body in ABS
+ Double OR seal
- Fully waterproof IP68
- Sensor connection
- Waterproof valve connection
- 2x9 volt alkaline batteries [not included] @
Cod. Models Box Carton
Gty Qty
167.1500000 Rain EVO* 1 28



RAIN STAR

Rain designers have combined the simplicity of mechani-
cal switches with the accuracy of digital electronics to give
you a timer that is both easy to program and extremely
versatile.

The Rain Star provides convenience and flexibility, letting
you run a fully automatic, semi-automatic, or a manual wa-
tering program for all your watering needs.

Turning the rotary dial to one of ten settings allows you to
review programming or easily make changes.

If the timer loses AC power, the existing program will not

be lost.
After the AC power returns, the timer will recall the last
program into memory and there will be no need to re- Py

program. If both the AC power is lost and the batteries
are dead or missing, the user will have to reprogram the
timer.

RAIN STAR: 4/6 zones, 2 programs, 4 start times for
each program, from 1 minute up to 99 minutes per sta-
tion, non volatile memory.

TECHNICAL FEATURES )

@ Lithium battery PROGRAM(M T W T F S S _2nd
Sensor override
“on/ off” switch
24 VAC input external .

@ transformer [m

@ Fuse 0.75 A
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EC-STAREX11 1.0

112 mm

Oiciel
B0 @

35 mm

— —

Notable Programming Features

Two Watering Programs

Manual and Semi-Automatic Modes

The timer gives you the option of using any or all of these indepen- The timer gives you a number of manual and semi-automatic
dent programs, each station can independently be set to either A modes for flexibility in watering. You may override the timer's

or B or both A and B programs.

Program A—Days
Program-A lets you schedule selected stations to water on speci-

fic days of the week or to water every 2nd day. Program-A repe-
ats itself continuously in successive weeks.

Program B—Interval, Odd, Even

Provides two options: One for odd or even day watering and ano-
ther for an interval ranging from every day to every 28th day. The
timer automatically calculates odd and even days (by date) for
each month. An interval of “1” will water every day, an interval of
“2” will water every other day, and so on.

Start-Time Stacking
The timer has the intelligence to “stack” start times that overlap.

If you enter two or more start times that overlap (in the same or
in different programs), the timer will not activate two stations at
the same time. Instead, the timer activates the first station and
then activates the next station(s) in sequence after the first sta-
tion finishes its preset watering duration.

automatic programming in a variety of ways.

Technical Features

- 4/6 stations models (RAIN STAR 4, RAINSTAR B6)

- 2 independent programs

- Watering times: from 1 minute up to 99 minutes per

station

- Watering cycles: from 1 per week up to 8 per day

- Water Budgeting Mode
- Rain Delay

» External transformer included
« Sensor override “on/ off” switch

- Lithium battery to keep the program in memory in

case of AC power loss included

Cod. Models

280.0094164 RAIN STAR 4 Stations
280.0094166 RAIN STAR 6 Stations

D

Box Carton
Gty Gty

1 6

1 6



RAIN RN 150

Rain is very proud to introduce new versions of the well
known family of the electric valves RN150.

Thanks to a long study of the fluid s dynamic this small
dimension doesn "t prejudice the loss of charge, that re-
mains low until more than 35 liters per minute.

The wide range of possible combinations and the extreme-
ly competitive price, makes this valve economic ad suitable
for differente kind of installations, in small and medium re-
sidential applications.

This line of electric valves can count on 13 (thirteen) ver-
sions, 7 (seven) with flow control, 6 (six) without, from
1/2” up to 3/4” and 17, with the male thread or the fe-
male thread and even with the unique Rain solution of the
union connection.

TECHNICAL FEATURES )

@ Bleed handle for manual opening

@ Different threads available: male, female, union

@ Single piece co-injected diaphragm

Ol LLX3-0SINYAT



EV-RN150-EX11 1.0

Technical Features

Dimensions
3/4" 1" | /20 | 3/4m | 1 1
M M F F F | MxU| UxU
M4 | 114 | 114 | 114 114 | 114 | 114
P | 115 | 118 | 92 | 92 | 92 | 128 | 1441
7.1 7.1 7.1 7.1 7.1 71 7.1

Operating Conditions

- PA 6 30% fiberglass
- Single-piece diaphragm for reliable leak-free valve

closing

- Self cleaning stainless-steel metering pin
- Stainless-steel diaphragm differential spring for smo-

oth closing

 Solenoid certificate CE, IP 68 9

- PN12 tested piece by piece at 14 bar

« Bleed handle for manual opening with internal bleed
« Energy efficient solenoid 0,2 amp, 4,8 VAC

LOSS OF CHARGE*

1/2" 3/47 1"
20 1/min 0.35 0.35 0.30
30 I/min 052 052 045
40 1/min 0.70 060 060
50 I/min 0.80 0.80 070
60 1/min 0.80 0.80 070
70 1/min 085 085 075
80 I/min 095 095 0.85
80 I/min 1.05 1.05 0.95

*in bar.

» Pressure: min 1.0 bar - max 12.0 bar
« Temperature: +4° C/70° C

Available Versions

- Standard solenoid: 24 VAC
- Available solenoid: 12 VDC; 24 VDC; 110 VAC; 9 VDC

Latching

- Flow Control

Cod.

100.4600710
100.4600810
100.4800710
100.4800910
100.4600915
100.4600916

100.4400711
100.4400911
100.4500511
100.4500711
100.4500911
100.4400915
100.4400916

Models
Versions without flow control

RN 150 3/4" M
RN 150 1" M

RN 150 3/4” F
RN 150 1" F

RN 150 1" MxUN
RN 150 1" UNxUN

Versions with flow control
RN 150 3/4" M W/FC
RN 150 1" M W/FC

RN 150 1/2" F W/FC
RN 150 3/4” F W/FC
RN 150 1" F W/FC

RN 150 1” MxUN W/FC
RN 150 1” UNXUN W/FC

Carton

Qty
24
24
24
24
24
24

24
24
24
24
24
24
24

Pallet
Gty

1440
1440
1440
1440
1440
1440

1440
1440
1440
1440
1440
1440
1440



RAIN RN JAR-TOP

Rain"s wide range of electric-valves is completed by the
this family, studied for the professional contractor.

In fact the Jar-Top valve combines the most appreciated
features: reliability and easy installation and product main-
tenance.

Reliability is ensured by high quality raw material: polyami-
de, TPE and AISI L stainless steel. The exceptional quick-
ness of installation is guaranteed by the manifold system,
model worldwide Rain s exclusive.

Thanks to the Jar-Top concept cleaning the valve is now
easier than ever.

This line of Jar Top can count on 5 (five) versions, from
3/4” up to 1” with the male thread or the female thread
and even with the unique Rain solution of the union con-
nection.

N.B.: JAR-TOP valves are also available in NPT thread for
all the american and latin-american markets.

TECHNICAL FEATURES )

Single piece co-injected diaphragm

Bleed handle for manual opening ]
Different threads available: male, female, union )’

o
3 I

Jar Top bonnet

(
=
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EV-BNJAR-EX11 1.0

Dimensions
3/4” 1” 3/4” 1” 1”
M M F F Mx U

140 | 140 | 140 | 140 | 140
P 11.6 121 120 | 120 | 130
8.0 8.0 8.0 8.0 8.0

Technical Features

Operating Conditions

- PA 6 30% fiberglass

- Single-piece diaphragm for reliable leak-free valve
closing

- Self cleaning stainless-steel metering pin

- Stainless-steel diaphragm differential spring for smo-
oth closing

+ Solenoid certificate CE, IP 68 9

- PN12 tested piece by piece at 14 bar

« Bleed handle for manual opening with internal bleed
« Energy efficient solenoid 0,2 amp, 4,8 VAC

LOSS OF CHARGE*

3/4" 1" 1" MxU
30 I/min 0.38 0.28 0.33
45 1/min 0.38 0.30 0.34
80 I/min 040 0.30 0.35
75 1/min 040 0.35 0.35
90 I/min 046 040 040
1051/min 052 040 045
120/min 062 050 056
1351/min 071 060 065

*in bar.

» Pressure: min 1.0 bar - max 12.0 bar
- Temperature: +4° C/70° C

Available Versions

- Standard solenoid: 24 VAC

- Available solenoid: 12 VDC; 24 VDC; 110 VAC; S VDC
Latching

- On request are also available NPT thread version:

1" F cod. 100.3210910

Cod. Models Carton Pallet
Qty Qty
100.3000710 RN JAR-TOP 3/4"M 12 1008
100.3000310 RN JARTOP 1"M 12 1008
100.3200710 RN JAR-TOP 3/4"F 12 1008
100.3200810 RN JAR-TOP 1" F 12 1008
100.3000815 RN JAR-TOP 1" MxUN 12 1008



Rain RN155 PLUS is the family of electric valves for pro-
fessional landscape applications.

Versatile, with very low loss of charge is the reliable hearth
of an advanced irrigation system.

The easy manual opening integrated in the valve body, the
flow contral to adjust your system to the flow availability
and the strong body are some of the features that make
this electric valves leader in the market.

This line of electric valves can count on 8 (eight) versions,
4 (four) without flow control, 4 (four) with flow control,
from 3/4” up to 1” with the male thread or the female
thread and even with the unique Rain solution of the union
connection.

N.B.: RN155 PLUS valves are also available in NPT thread
for all the american and latin-american markets.

TECHNICAL FEATURES

| Bleed handle for manual opening integrated in
valve body

Different threads available: male, female, union

Single piece co-injected diaphragm

AN

Flow control adjustament handle available




Dimensions
3/4” 1” 1” 1”
M M F Mx U

H 11.5 11.5 11.5 11.5

] L P | 131 | 131 | 131 | 139
T J\ L 8.1 8.1 8.1 8.1

o
Technical Features Operating Conditions
- PA 6 30% fiberglass + Pressure: min 1.0 bar - max 12.0 bar
- Single-piece diaphragm for reliable leak-free valve - Temperature: +4° C/70° C
closing

+ Self cleaning stainless-steel metering pin . .
g gp Available Versions

- Stainless-steel diaphragm differential spring for smo-
oth closing

+ Solenoid certificate CE, IP 68 9

- PN12 tested piece by piece at 14 bar

« Bleed handle for manual opening with internal bleed
- Energy efficient solenoid 0,2 amp, 4,8 VA

« Standard solenoid: 24 VAC

+ Available solenoid: 12 VDC; 24 VDC; 110 VAC; S VDC
Latching

« Flow Contraol

« RN155 PLUS valves are also available in NPT thread
for all the american and latin-american markets.

LOSS OF CHARGE*

3/4" 1" 1" MxU

30 I/min 0.40 0.30 0.35

45 |/min 040 0.30 0.35

60 I/min 040 0.30 0.35

75 |/min 040 0.30 0.35 Cod. Models Carton
90 I/min 048 0.37 042 Versions without flow control Qty
105 I/min 053 0.42 047 100.1560710 RN 155 PLUS 3/4" M 12
120 I/min 0.63 0.52 057 100.1560910 RN 155 PLUS 1" M 12
135 I/min 0.73 0.62 067 100.1580910 RN 155 PLUS 1" F 12
150 I/min 0.85 0.75 0.80 100.1560915 RN 155 PLUS 1" MxU 12

*in bar.
Versions with flow control

100.1560711 BN 155 PLUS 3/4” M W/FC 12 1008
100.1560911 RN 155 PLUS 1" M W/FC 12 1008
100.1580811 RN 155 PLUS 1" F W/FC 12 1008

100.1560916 RN 155 PLUS 1" MxU W/FC 12 1008



Rain RN160 PLUS is the family of electric valves for pro-
fessional landscape and agricultural applications.

This family is an historical product of Rain and its reliability,
strength and high performances are well known in the
market and have been even improved year after year.
This line of electric valves can count on 6 (six) versions,
from the 1” up to 1"1/4, 1”1 /2 and 2” with male thread
or female and even with the unigue Rain solution of the
union connection.

N.B.: RN160 PLUS valves are also available in NPT thread
for all the american and latin-american markets.

TECHNICAL FEATURES

Bleed handle for manual opening

Different threads available: female, male x union

Assembled diaphragm

AN

Flow control adjustament
handle available




EV-RN160-EX11 1.0

Technical Features

Operating Conditions

L P _ Dimensions
1" 1”/4 | 1"M1/2 2" 1"/2 2"
F F F F Mx U MxU
18.4 18.4 18.4 18.4 184 184
14.5 14.8 18.7 18.3 16.5 17.5
- % 106 | 106 | 106 | 106 | 106 | 106
o

« PA 6 30% fiberglass
« Self cleaning stainless-steel metering pin
+ Stainless-steel diaphragm differential spring for smo-

oth closing

+ Solenoid certificate CE, IP 68 9

PN12 tested piece by piece at 14 bar

Bleed handle for manual opening with internal bleed
Energy efficient solenoid 0,2 amp, 4,8 VA

« Pressure: min 1.0 bar - max 12.0 bar

« Temperature: +4° C/70° C

Versions Available

Flow Control
LOSS OF CHARGE*
1” 1"1/4 1"1/2 2"

75 I/min 0.20 0.20

100 1/min 027 0.20 0.20 0.186
125 1/min 0.32 0.21 0.20 0.18
150 I/min 042 0.27 0.20 0.16
175 1/min 058 0.30 0.21 0.18
200 I/min 0.75 0.40 0.25 0.21
225 |/min 0.48 0.29 0.23
250 |/min 058 0.34 0.28
375 |/min 0.69 0.39 0.32
300 I/min 0.45 0.38
325 |/min 0.41

*In bar.

- Standard solenoid: 24 VAC
- Available solenoid: 12 VDC; 24 VDC; 110 VAC; 8 VDC

Latching

« On request are also available NPT thread versions:
1"1/2 NPT W/FC - 2" NPT W/FC

Cod.

100.5700911
100.5701211
100.5701511
100.5701711
100.5701516
100.5701716

Models

RN 160 PLUS 1" F W/FC

RN 160 PLUS 1"1/4 F W/FC
RN 160 PLUS 1"1/2 F W/FC
RN 160 PLUS 2" MxU W/FC

RN 160 PLUS 1"1/2 MxU W/FC
RN 160 PLUS 2" MxU W/FC




Rain RN180 is the family of electric valves dedicated for
agriculture and big installations with high flow.

2 kg of weight made of virgin nylon plus 30% of fibreglass
is the starting condition for the excellence for an electric
valve for these applications.

Strong and reliable is studied to face even extreme con-
ditions of flow, also thanks to its safe closing process to
prevent water hammer.

This line can count on 3 (tree) versions, from the 2” up to
3" with male thread or female.

TECHNICAL FEATURES

| ) Bleed handle for manual opening
Different threads available: male, female

Assembled diaphragm

Flow control adjustament
handle available

AN



EV-BN180-EX11 1.0

Dimensions
T 3’ 3’
M F
250 | 250 | 250
P 240 25.3 25.3
%\‘ ] 170 170 170
= N
L |
|
0’.9
9' /‘9
/) ar &
I ANy

T R
<

a=

S
s

Technical Features

Operating Conditions

- PA 6 30% fiberglass

« Self cleaning stainless-steel metering pin
- Stainless-steel diaphragm differential spring for smo-

oth closing

+ Solenoid certificate CE, IP 68 9

+ PN12 tested piece by piece at 14 bar

+ Bleed handle for manual opening with internal bleed
« Energy efficient solenoid 0,2 amp, 4,8 VA

+ Flow Control

LOSS OF CHARGE*
2" 3"

2001/min 007 005
3001/min 009 007
4001/min 012 009
5001/min 014 012
6001/min 016 0.14
7001/min 019 0.16
800!/min 025 0.18
900I/min 031 023
10001/min  0.38 028
11001/min 047 0.35

*In bar.

» Pressure: min 1.0 bar - max 12.0 bar
« Temperature: +4° C/70° C

Versions Available

- Standard solenoid: 24 VAC
- Available solenoid: 12 VDC; 24 VDC; 110 VAC; 9 VDC

Latching

Cod.

100.1802510
100.1803410
100.1803510

Models

RN 180 PLUS 2" F W/FC
RN 180 PLUS 3 F W/FC
RN 180 PLUS 3" M W/FC

¢

Carton

Gty
6
6
6

Pallet
Qty

96
96
96



RAIN SOLENOIDS

Rain is proud to present the new range of solenoids val-
ves equipped with an adaptor to open and close the valve
manually with internal bleed. This improvement makes
the opening and closing operation easier and safer. This
changing interests also solenoid’s thread: it is now a
3/4-20 UNF standard.
The design of the adaptor and the handle allow a more
confortable opening and closing of the valves, mostly in . &
unconfortable situation like in valve boxes. The O-Ring on

. 24 V/50 - 60 Hz CA cod. 101.1001101
the bottom of the adaptor grant a longer life of the valve
even afetr several usings.
The new generation of solenoids have a different shape
but the main difference is inside: in fact after a long stu-
dy, Rain solenoids are now even maore efficient than in the
past and with better performances with a lower working
temperature and a lower power consumption.

6-40 VDC LATCHING cod. 101.3507000

TECHNICAL FEATURES )

+ Working temperature: 65° C j&f 32 mm
Advantage: longer life T 7
- Performances: mA 195 c
Advantage: lower power £ £
- Packed piece by piece in plastic bags < £
© To)
£ <
El L
3]
To)
- SOLENCID BODY
G\ - O-Ring
|
3 - SPRING
B S=
@ - PLUNGER
|
Y|
“JE)_ - HANDLE
\
|
H( - ADAPTOR
il Cod. Models Single  Bags
Weight Gty CCJD
C - 0-Ring 101.1001101 24V/50-60 Hz CA. 120g 1 n
101.1005001 24 VDC 120¢ 1 ,Q
- O-Ring 101.10068001 12 VAC 120 g 1 Q
101.1004001 12 VDC 120¢g 1 RN
101.1003001 220 VAC 120 g 1 2
101.3507000 6-40 VDC LATCHING 120 g 1 O



RAIN SENSOR

RainSTOP is an electronic rain sensor.

All its components are high quality electronics from Ja-
pan.

Its working principle is studied to start to work immediat-
ly in case of rain.

Rainstop stops irrigation as soon as 4 mm of precipita-
tion are reached, preventing the irrigation system from
working while it is raning.

Two different models of Rainstop are available:

- Rainstop 3 wires and Rainstop 4 wires.

- Rainstop 3 (tree) wires allows to connect a rain sensor
to all 24 vac contrallers as it is not needed for its instal-
lation to have a sensor dedicated port on the controller.
+ Rainstop 4 (four) wires is the professional rain sensor
for the 24 vac controllers equipped with sensor control
feature.

TECHNICAL FEATURES

Specifications

Collegamento RAIN STOP 3 Fili
3 wire’s RAIN STOP connection

e

- Electronic sensor

+ Voltage from 24 VAC to 30 VAC

« Push-rods in stainless steel

« Working start 4 mm

+ Complete isolation of electronic form
+ Regulation of liquid drain

- Packed piece by piece

-l sensere va posizionato 1 3 H S c H
maniera tale da percepire Ia wires aensor Gonnection
presenza di pioggia
- The sensor must be installed
in a place reached by the rain
- Le senseur doit etre posi-
tionné de faon quil puisse ° 2 4 VAC re d
percevoir fa pluie
- Com valves green @)

- Com controller  yellow Q)

- Afimentare il sensore collegando
1 filo ROSSO alla centralina

- Connect the sensor RED wire to
the pump start port

- 1ifaut alimenter le senseur en
refiant fe cable ROUGE 3 la central

4 wires Sensor Connection

derégage : - 24 VAC red
-}l filo GIALLO del sensore va collegato .
alla “COM"della centralina - 24 VVAC ye llow
- The VELLOW wire has to be connected O
1o th: toller’s "COM" port
e bl IUNE i senseur ot tre + Sensor brown
relié 3 1a porte "COM"de a central de
régiage » Sensor brown .
-1 comuni defle elettrovalvole vanno
collegati af ilo VERDE def sensore
- The wires of the valves going to
the comman has to be connected
to the sensor GREEN wire
- Tous les fils comune des dlectroval-
ves dofvent etre reliés avec Je cable
D VERT du senseur
=
=
L
o Cod. Models Single Box
()] Weight Qty
(dp)] 210.5001000 Rain STOP 3 Wires 250 ¢ 1
1
% 210.5002000 Rain STOP 4 Wires 260 g 1



RAIN S020

RAIN SO20 pop-up sprays are built with the contractor in
mind. With the narrow profile, replacement is effortless.
The RAIN SO20 Spray is the only narrow profile spray with
a co-molded wiper seal.

The co-molded wiper seal ensures proper operation year
after year with minimal flow by.

Available in 2” and 4” models, accepts female threaded
nozzles (A8, A10, A12, A15, A17).

TECHNICAL FEATURES )

@ Adjustable Nozzles (A8, A10, A12, A15, A17)

@ Universal Tool
@ CO-MOLDED wiper seal
@ Check valve

o990

S 020-2 cod. 280.1300208 S 0204 cod. 280.1300410

=\

O'L L LX30c0S-dS




SP-S020EX11 1.0

NOZZLES PERFORMANCES

A8 Q A10 A12 A15 A17
Arc bar m [/ min m [/ min m I/ min m I/ min m |/ min
900 1.38 27 1.5 2.7 1.5 30 1.7 40 2.1 52 30
1.72 27 1.6 2.7 1.6 34 20 4.3 24 55 386
207 30 1.7 30 1.7 3.7 2.1 46 26 58 40
2.76 30 19 30 19 37 23 49 30 58 49
/| 800 1.38 2.7 38 2.7 38 2.7 4.2 40 49 52 6.4
1.72 27 4.2 2.7 4.2 30 4.6 4.3 56 52 7.3
207 30 4.5 30 4.5 30 51 4.6 6.2 58 8.1
2.76 30 4.7 30 4.7 34 58 49 7.6 58 el
2700 1.38 27 6.1 2.7 5.3 2.7 6.1 40 7.2 49 9.1
1.72 30 6.6 3.0 6.0 3.0 6.6 4.6 8.1 4.9 10.7
2.07 30 74 30 6.6 30 74 4.6 89 52 11.4
2.76 34 7.8 30 7.8 34 7.8 49 10.2 55 13.2
3800 1.38 27 8.7 2.7 8.7 2.7 9.1 40 10.6 49 11.0
172 30 95 30 95 30 99 43 12.3 52 129
2.07 30 100 30 100 34 10.5 4.6 136 52 14.4
2.76 34 104 34 104 3.7 11.5 4.6 125 5.2 16.7

Specifications

Nozzles Radius

+ Pressure Rating: 1.4 - 3.5 bar
+ Flow Range: 1.9-17.51/min
« Inlet: 1/2” Female Thread

Features end Benefits

+ Available in 2” and 4” Models—Provides flexibility in

system design

 Accepts Female Threaded Nozzles
- Stainless Steel Retraction Spring—Provides reliable

retraction of the riser in all soil conditions
« Ratcheting Riser—Allows for easy pattern alignment by

turning the riser

+ Co-Molded Wiper Seal — Ensures leak free, full pop-up
operation even under low-pressure situations

+ Narrow Profile Body — Easy to retrofit with existing

systems

Cod.

Models

280.1300208
280.1300210
280.1300212
280.1300215
280.1300217
280.1300408
280.1300410
280.1300412
280.1300415
280.1300417

RAIN S 020-2 BA

RAIN S 020-2 10A
RAIN S 020-2 12A
RAIN S 020-2 15A
RAIN S 0202 17A
RAIN S 020-4 BA

RAIN S 020-4 10A
RAIN S 020-4 12A
RAIN § 020-4 15A
RAIN S 0204 17A

Carton

Gty
50
50
50
50
50
50
50
50
50
50




Rain SO50 and SO50 S are gear-driven, rotary type
sprinklers, capable of covering an area of 5.2 to 8.1 m ra-
dius at nozzle pressure of 2.1 to 3.4 bar with a discharge
rate of 2.84 to 12.5 LPM.

They are perfect for small lawn and landscape areas and
for replacing fixed sprays.

Rain S050 and SO50 S are supplied with five (5) nume-
rically coded interchangeable nozzles. Sprinklers nozzle
trajectory are 26°. The sprinklers have a stainless steel
radius adjustment screw.

Rain SO50 and SO50 S provide arc adjustment from 40°
to 360°.

TECHNICAL FEATURES

| ) 5 Interchangeable Nozzles

D
3
4
5

Universal Tool

Check Valve
S050 S (Arc Set Degree Marking)

SO50 (Rubber Cover)

S 050 cod. 280.1290101

]

!

S 050 S cod. 280.1290102




SP-SO050EX11 1.0

Specifications

S050 S050 S

5 E
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NOZZLES PERFORMANCES 26°

Nozzle

Bar

m

I/min

1.5

Pre-installed

2.1
28
34

5.1
51
54

284
303

0.75

2.1
28
34

60
6.3
6.3

21
28
34

69
72
72

21
28
34

7.5
8.1
8.1

21
28
34

84
80
80

« Inlet: 1/2" F

« Arc Adjustment Range: 40° - 360°

- Flow Range: 2,8 - 12,5 1/m

« Pressure Rating: 1,4 - 5,0 Bar

- Precipitation Rate: 0,5 to 1 cm per Hour (Depending

on Spacing and Nozzle Used)

- Overall Height (Popped down): 15,2 cm
- Recommended Spacing: 5,2 to 8,5 m

- Radius: 5,2 t0 9,1 m

+ Nozzle Trajectory: 26°

- Riser Height: 10,2 cm

Features end Benefits

- SO50 Right position start — rotor rotates counter-
clockwise from fixed right start position

- SO50 Rubber cover — seals out dirt and increases
product durability

- SO50 S Left position start — rotor rotates clockwise
from fixed left start position

- S050 S Patented Arc Set Degree Markings—Clearly
indicates the current watering pattern and simplifies arc
set adjustment

- Time proven patented reversing mechanism — As-
sures continuous reverse and return...over a 20 year
history

+ Ratcheting riser — allows for easy adjustment of your

. . . . . Cod.
starting position with a simple turn of the riser ©
- Wide sglectlon of nozzles — provides flexibility in sy- T ——
stem design 280.1290102
- Optional check valve — prevents low head drainage ’
270.1010503

- Five year limited warranty

Model

RAIN S 050
RAIN § 050 S

Check valve

Carton
Qty
25
25
50




RAIN SO75

Rain S075 is the first Rain s.p.a. gear driven sprinkler.

Is designed for basic residential and light commercial ap-
plication and is ideal for low flow applications.

Rain SO75 rotates counter clockwise from fixed right start
position and has an easy top adjustment procedure.

The arc range that is from 40° to 360° provides a full
range of adjustment.

Rain SO75 is capable of covering an area from 6,7 m to
15,9 m and is supplied with a wide selection of nozzles (8
standard with 25° nozzle trajectory and 4 low angle with
11° nozzle trajectory) in order to offer maximum flexibility
to irrigation system design.

Its special wiper seal reduces leaks caused by debris trap-
ped under seal.

TECHNICAL FEATURES ) [ Q}
Py
S0O75 (Rubber Cover) (

8 Standard Nozzles + 4 Low Angle Nozzles

Universal Tool

Check Valve

GO

Ol LLX3G405-dS






PZRM 113 “EzOPEN"

PZRM 115 “EzOPEN"

330 mm
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490 mm Cod.

210.3001113
210.3001115
210.3071113
210.3071115

© Pipes

(O Male adaptors

@ Waterproof Connectors

© Electric valves
@ PVC Manifold
OPVC Tee

@ PVC Elbow

@ Ball Valve

@ Cap

Models

PZRM 113 “EzOPEN"
PZRM 115 “EzOPEN"
PZRM 113 “EzOPEN” RW
PZRM 115 “EzOPEN” RW

* Including pallet weight

Single
Weight

3.2 kg
4.6 kg
3.2 kg
4.6 kg

Pallet
Gty

125
100
125
100

Pallet
Weight-

412 kg
472 kg
412 kg
472 kg



SP-SO075EX11 1.0

sOo75 NOZZLES PERFORMANCES 25°

NOZZLES PERFORMANCES 11°

Nozzle Bar m |/ min Nozzle Bar m |/min
2.1 110 76 20 6.7 45
g 3 28 11.6 9.1 ’I 30 7.3 6.4
a Pre-installed 34 122 102 35 79 68
D' 41 122 11.0 40 85 76
< 21 85 19 20 88 1.4
g 0.5 28 88 23 3 30 98 1.7
I-D 34 88 27 35 107 132
Oj 41 =)l 30 40 1.3 144
C\J E 2.1 88 26 20 94 129
(@] 0.75 28 9.1 30 4 30 104 148
0 34 91 34 35 13 167
e8] 41 84 a8 40 116 178
-
21 a1 a4 a0 16 | 246
1 28 84 a8 6 as 122 276
34 a4 45 40 128 303
44 a8 49 50 134 | 326
21 a8 45
o 28 101 53
a4 104 8.1
41 104 68
B 110 a8
4 2.8 122 1.4
34 128 129
41 128 140
2.1 116 158
6 28 131 185
34 140 208
41 143 22.7
28 137 22.7
8 34 1486 257
41 149 288
48 15.5 310
Specifications Nozzles Radius
+ Inlet: 3/4" F Standard nozzle

+ Arc Adjustment Range: 40° to 360°

+ Flow Range: 1,9-534 |/m

+ Pressure Rating: 2,0 - 5,0 Bar

+ Precipitation Rate: 0,3 to 2,9 cm per Hour

25

« Overall Height (Popped down): 18,7 cm

« Recommended Spacing: 7,6 to 13,7 m

+ Radius: 6,7 to 15,5 m

+ Nozzle Trajectory: 25

» Low Angle Nozzle Trajectory: 11

+ 8 standard and 4 Low Angle Nozzle Included
+ Riser Height: 10,2 cm

Features end Benefits

Low angle nozzle

AA°

+ Right Position Start—Rotor raotates counterclockwise
from fixed right start position

« Full and Part circle rotation—provides a full range of
adjustment from 40° to 360°

+ Non-flushing wiper seal—reduces leaks caused by
debris trapped under seal

« 3/4” Inlet—Replaces all standard rators

+ Ideal for low flow applications

+ Rubber Cover—Seals out dirt and increases product
durability

+ Wide Selection of Nozzles—Including standard and
low angle, provides flexibility in system design.

+ Five Year Limited Warranty.

Cod.

6.7 m

Models

280.1150100 RAINS075

270.1009110 Check valve

8.5 m

155 m

134 m
Carton Pallet
Qty Qty
20 1920

100 -



Rain family of round valve boxes is studied to face all the
needs of the professional irrigation.

They are easy to install, strong and durable and they are
engineerded to mantain their integrity (horizontal and ver-
tical) under load even with the cover removed.

PZC 25 cod. 210.3000250

+ PZCRN15 D. 148/240 x H 230 mm
« PZCRN 25 D. 243/330 x H 260 mm
PZC 15 cod. 210.3000150

+ Material: 100% polypropilene

TECHNICAL FEATURES

PZC 15

148 mm 148 mm W ‘

230 mm
260 mm

Cod. Models Single Pallet Pallet
Weight Gty Weight

400g 750 300kg

210.3000150 PZCRN 15
850g 300 280kg

210.3000250 PZCRN 25



BCEVO-EX101.0

RAIN ROUND VALVE BOXES WITH 3/4” VALVE

+ PZCRRN15 D. 210/210 x H 130 mm
+ Material: 100% polypropilene

+ Valve material: zync alloy

- Valve 3/4” male thread

« Intel 3/4” famale thread

« High resistence cover

TECHNICAL FEATURES )

Valve 3/4” male thread

Inlet 3/4” famale thread

PZCR RN 15

L 210 mm ?V ?V 2170 mm TV
£ \ ] \ ]
£
@]
[a8]
£
£
(@]
[qV]
N
<
5>
HNZZ2
Cod. Models Single Pallet Pallet

Weight Gty Weight
210.3000100 PZCRRN 15 1 kg 288 300 kg



RAIN 1" PVC MANIFOLD SYSTEM

The great success of 1” Manifolds with OR is due to a sim-
ple word: “easy-to-install”. This was Rain target, get easier
to build a manifold saving cost and time in assembling.

« Totally in PVC

« PN12

+ Completely automatical assembling

+ Packed in plastic bags of 1 piece each

TECHNICAL FEATURES )

Ol LLIXFLNVIN-NIN



205,00

80,50

301,00

MANIFOLD 2

80,50

MANIFOLD 3

80,50

Cod.

145.2000000
145.3000000
145.4000000

Models

MANIFOLD 2 PORTS 1”
MANIFOLD 3 PORTS 1”
MANIFOLD 4 PORTS 1"

Single
Weight

185 g
270g
355¢

MANIFOLD 4

Bags
Qty

1
1
1

Carton
Qty

60
50
40

Carton
Weight

12 kg
14 kg
15 kg



RAIN 1" PVC FITTINGS

Family of PVC fittings 1” with OR, now more convenient
and strong:

« Totally in PVC

« PN12

+ Completely automatical assembling

+ Packed in plastic bags of 20 pieces each

@ TEE

@ ELBOW FxM
@ ELBOW FxF
@ CROSS 3FxM

@ CROSS 4F
@ ADAPTOR MxF

@ COUPLING FxF
NIPPLE 1"x3/4"

@ NIPPLE 1"

TECHNICAL FEATURES

Ol LIX3FL14-NIA
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o COUPRPLING FXF ol NIPPLE ol NIPPLE
8 8 mmﬂm 1"Mx3/4"M 8 mEmm 17X "M
¢ <) <)
Cod. Models Single Bags Carton  Carton
Weight Qty Gty Weight
145.1100000 TEE 2FxM 1" 974 20 120 13 kg
145.7100000 ELBOW FxM 1" B4 g o0 160 16 kg
145.7000000 ELBOW FxF 1" 784 20 160 16 kg
145.8100000 CROSS 3FxM 1" 135¢g 20 80 14 kg
145.8000000 CROSS 4F 1” 143 g 20 80 14 kg
145.6100000 ADAPTOR FxM 1" 53¢ 20 300 18 kg
145.6000000 COUPLING FxF 1" 7149 o0 240 18 kg
600.5002020 NIPPLE 1"X3/4" 39¢g 20 400 16 kg
600.5002015 NIPPLE 1" 374 20 400 15 kg
145.1000000 CAP 1" 24 g 20 400 10kg



RAIN 1" 1/2 & 2" PVC FITTINGS

Family of PVC fittings 1”1/2 & 2” with OR, now more
convenient and strong:

« Totally in PVC

« PN12

+ Completely automatical assembling

+ Packed in plastic bags

TECHNICAL FEATURES )

@ TEE

@ ELBOW FxM

@ ELBOW FXF

@ CROSS 3FXM

@ NIPPLE 1"1/2X1"
@ NIPPLE 1"1/2X1"1/4

@ NIPPLE 1"1/2X1"1/2

Ol LLIX3Fcld-NIA



TEE 2FXM ELBOW FXM
<
<
m
ELBOW FXF CROSS 3FXM
< E
<
Dimensions
TEE ELBOW | ELBOW | CROSS TEE ELBOW | ELBOW | CROSS
2FxM MxF FxF 3FxM 2FxM MxF FxF 3FxM
1"1/2 1/2 1"1/2 1"1/2" 2" 2" 2" 2"
A 6.0 4.3 6.0 6.0 7.2 55 7.2 7.2
B 6.0 4.3 6.0 6.0 7.2 55 7.2 7.2
C 13 11.2 13 20 14 14 14 21.1
D 18.2 12.3 12.9 18.2 21.1 13.5 14 21.1
Cod. Models Single Bags Carton  Carton
Weight Qty Qty Weight
146.1100000 TEE 2FxM 1"1/2 275 g 10 40 12 kg
146.7000000 ELBOW FxF 1"1/2 210g 15 60 13 kg
146.7100000 ELBOW FxM 1"1/2 190 g 15 60 12 kg
146.8100000 CROSS 3FxM 171/2 350¢g 10 20 8 kg
147.1100000 TEE 2FxM 2" 380g 5 20 8 kg
147.7000000 ELBOW FxF2” 300g 10 40 12 kg
147.7100000 ELBOW FxM 2" 2759 10 40 12 kg
147.8100000 CROSS 3FxM 2" 475¢g 5 15 8 kg
146.9000100 NIPPLE 1"1/2x1" 7049 10 100 8 kg
146.9000114 NIPPLE 1"1/2x1"1/4 7549 10 100 8 kg
146.9000112 NIPPLE 1"1/2x1"1/2 80g 10 100 9 kg



RAIN CLAMP SADDLES

 Material: black polypropylene
« Gasket: nitrilich rubber 70 shore

+ Bolts: galvanized steel

+ Reinforcing ring: stainless steel “AlSI 430"

+ Admissible pressure: 6 bar,

« Threading: in compliance to the European Standard
UNI 228

« Applications: industry, acqueducts, gardening

« Versions: 20x 1/2"to 63 x 1”1 /2

Cod. Models Bags Carton Cod. Models

Qty Qty
175 600.5104010 CLAMP SADDLES 40x1”
175 600.5105012 CLAMP SADDLES 50x1/2”
175 600.5105034 CLAMP SADDLES 50x3/4”
100 600.5105010 CLAMP SADDLES 50x1”
100 600.5106334 CLAMP SADDLES 63x3/4"
70 600.5106310 CLAMP SADDLES 63x1”
70 600.5106312 CLAMP SADDLES 63x1"1/2

600.5102012 CLAMP SADDLES 20x1/2"
600.5102512 CLAMP SADDLES 25x1/2"
600.5102534 CLAMP SADDLES 25x3/4”"
600.5103212 CLAMP SADDLES 32x1/2"
600.5103234 CLAMP SADDLES 32x3/4”"
600.5104012 CLAMP SADDLES 40x1/2"

N N N

600.5104034 CLAMP SADDLES 40x3/4”

RAIN PICKETS

Picket for driplines and pipe.

Used to fix wings and porous pipe to the ground.
Tough and resistant to UVA.

Height: 14 cm

To be applied with drip lines diam. 16 mm, 20 mm and
models of

porous pipe.

- Packed in plastic bags

Cod. Models

800.2100510 PICKETS
800.2100500 PICKETS -

Ol L LX3103v-03Vv



RAIN DRAINAGE VALVE

PVC drainage valve, automatically empties pipes.
Useful when the irrigation system presents difference of
levels that will cause discharge of water from the lowest
sprinkler of the system, every time the irrigaiton cycle
will end.

Realization in plastic material mekes it competitive and
reliable.

« Working pressure lower than O,2 bar

+ Threading 1/2" M

Cod. Models Bags Carton
Gty Gty

250.1309300 RNHCV 1/2'M 1 40

250.1309310 RNHCV 1/2'M 1 40

RAIN CUT-OFF & TELESCOPIC RISERS

Rain Risers allow a quicker and more economic assem-
bling of any sprinklers: static or rator.

Available into two different series:

« Serie PFS: cut-off riser (lenght minimum 5 cm — Max
12 cm)

« Available in the following threading: 1/2"M X 1/2"M — PSF 1,/2'1,/2" cod. 120.4300080
1/2°M X 3/4"M = 3/4"M X 3/4"M

- Sierie PFE: telescopic riser. Telescopic riser is compo-
sed by a fixed side - to be screwed on the saddle pre-
viously fixed to the tube — lenght as from 10 cm and by
a telescopic side lenght 8 cm, adjustable from 10 cm to
18 cm with fit 1/2” M X 3/4” M.

PSF 3/4°x3/4" cod. 120.4300040

PSF 1/2°x3/4" cod. 120.4300050

PFE 1/2"x3/4” cod. 120.4300020

: Z
=

—

; Cod. Models Bags Carton
L Qty Gty
Lmj 120.4300030 PSF 1/2"Mx1/2"M 50 700
Q 0 9 1204300050 PSF 1/2°Mx3/4'M 50 600
é[) 1204300040 PSF 3/4"Mx3/4"M 50 500
9[ 1204300020 RISER PFE 1/2°Mx3/4’M o5 100



RAIN VENTURI INJECTOR

Injectors RNV PLUS are available in size 3/4”, 1” and
1"1/2 and are studied to mix any kind of liquids or air
into the main pipes.

Their application is not used for irrigation only, but also
for chemical industrial use.

Rain company utilizes its advanced technology in pro-
duction to provide optimum performance with maximum
energy efficiency, it is in fact minimum the pressure diffe-
rential required for injector RNV PLUS waorking.

Injector RNV PLUS is equipped by a non-return valvecom-
posed by chemical resistant accessories (sphere in Te- - .
flon - gasket in Tecnofluon). : \

.
MOD. 171 /2
TEO H N | O H |_ |: E HTU R ES Inlet pressure | Outlet pressure Suction Motive flow
. Bar bar I/h I/min
1 o 600 60
« Polypropylene reinforced by glass sphere 1 04 360 58
- Tecnofluon seals ! 08 240 58
- Teflon sphere ! o8 * %
- Stainless steel filter L = o0 i
. . 14 02 514 72
- Reinforced male threading T on o -
« Optional: suction-kit to be applied to injectors RN Plus 04 o6 @ .
It is composed by 2 meters of pipe and an inox strainer 14 08 290 68
- Packed piece by piece 14 L 158 Gt
1.7 (8] 620 75
17 02 610 75
1.7 0.35 570 75
1.7 0.7 480 72
17 1 335 70
2.1 0 600 85
2.1 0.35 600 85
2.1 07 560 85
2.1 1 440 84
25 s} 620 95
MDD . 3/4 ” MOD . /I 3 25 0.35 580 95
Inlet pressure QOutlet pressure Suction Motive flow Inlet pressure QOutlet pressure Suction Motive flow 25 07 575 98
Bar bar I/h 1/min Bar bar I/h 1/ min 25 1.2 500 90
0.7 04 50 10 0.7 04 160 30 3 0 630 115
0.7 05 0 8 0.7 05 105 30 3 0.35 630 115
1 0 70 13 1 0 220 33 3 0.7 625 115
1 04 98 12.5 1 04 198 32 3 1.2 600 110
1 06 55 12 1 06 135 30 3 1.5 560 110
1 0.8 30 11.8 1 08 0 28 4 (8] 620 130
14 0 70 15 14 o 200 40 4 0.5 610 130
14 02 70 15 14 0.2 200 40 4 1 600 130
1.4 04 70 15 1.4 04 200 40 4 (8] 600 130
14 06 866 148 14 06 190 38 4 1.5 560 125
1.4 08 55 14.1 14 0.8 138 35 4 25 450 120 S
1.4 1 38 136 14 1 100 35 4 3 250 120 ID
1.7 0 70 16.3 1.7 0 200 42 5 0 610 150 Z
1.7 0.2 70 16.3 17 0.2 197 42 5] 0.5 610 150 I
1.7 0.35 68 16.3 1.7 0.35 197 42 5 1 620 145 I<
1.7 0.7 68 16.3 17 0.7 195 42 5 1.5 620 145 Q
1.7 1 60 16 1.7 1 180 41 5] 2 600 140 -
2.1 8] 68 18.3 2.1 0 195 47 5 25 580 140 =
2.1 0.35 66 18.3 2.1 0.35 195 47 5 3 470 140 _A
2.1 (8] 80 9 - — — — 5 35 285 135 O




Configuration

Specifications

RNHV 1”1 /2

Cod.

140.1000034
140.1000100
140.1000112
140.2000000

Models

RNV PLUS 3/4”
RNV PLUS 1"
RNV PLUS 1"1/2
RNV KIT

RN LY



